» Two 20' towers for concrete foundation; two work platforms;
carrier; towrope; handle; anchor assemblies and related fasteners

* (CSA certified control panel; 5HP motor; 3 phase 380V - 480V
» Armoured wire from control panel to motor - 50'

* Wired operator remote -50'

* 12V winch (battery notincluded due to shipping regulations)

* 650'spool of galvanized steel cable (additional cable is required for
cable spans over 325')

* Assembly andinstallation manual

» Operations and maintenance manual
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TECHNICAL SPECIFICATIONS

HEIGHT: 20'/26'/32'
MOTOR: 5.4HP/75HP
POWER SUPPLY: 3Phase 380V -480V /1Phase 200V - 240V
FOUNDATION: Soil/Concrete / Screw Piles
MATERIAL & COATING: Carbonsteel - Hot dip galvanized
CABLE SPAN: 825
SPEED: 33km/h
SHAFTS: Hardened steel-2 V4"
ANCHORPOINTS MOTOR SLIDE BEARINGS: SKFroller bearings - 2"
—| ,7 PULLEYS: Aluminium Hub-19" Diameter
3PIECE PULLEY DIRECT DRIVE RUNNING CABLE: 5/16"
PROXIMITY SENSORS SHAFT DECOUPLER CROSBY™ HARDWARE: Industrial rigging equipment
e = - 6 TON WINCH: Powerful and safe tensioning
BOSSTABS REMOTE DIAGNOSTICS: Via Wifthotspot
PLUG & PLAY: Electrical connections
WORK PLATFORM OPERATING SYSTEM: Set the turn points with the wired remote
CERTIFICATIONS: CSA,CWB
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